
Western Technology, Inc.
3517 Arsenal Way

Bremerton, WA 98312

Toll Free: (800) 654-5483
Local: (360) 917-0080
Fax: (360) 917-0083

www.WesternTechnologyLights.com

LED Color:
Light Output:
Standard Optic:

System Power:

Body Material:

Accessories:

Light Head Power: 21VDC, 800mA
Input Power: ≤ 48VDC, ≤ 277VAC, ≤ 4A
Machined solid blocks of 6061-T6 Aluminum,
Polyurethane Bumpers
•  Magnet Mount • D-Ring • Lobster Clamp 
•  Scaffolding Clamp •  Dome Diffuser
•  Optional Glow-in-the-Dark Safety Bumpers

Class I, Div 1 & 2, Groups C & D
Class II, Div 1 & 2, Groups E, F, & G
CSA Zones 1 & 2; Zones 20, 21, & 22

Conforms to:
Certified to:
Suitable for:
Certified:
Temperature Rating:

Explosion Proof,
Approved for:

UL Stds 153, 8750, 781, 844
CSA Stds C22.2#s 12, 25, 137
Wet Location Use
Portable Luminary (Portable Luminaire - UL 153)
T-code: T5 (-40°C to +40°C); T4 (-40°C to +100°C)
~6000K, CRI >70
45,000 lux at 1’,  >2,100 lumens
25° refractive, collimated beam

Designed + Manufactured in the USA

September 2026Explosion Proof LED Stringer Light System 
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Maximum Performance
at Each Light Head Means:   

Less Lights, Less Weight and
Superior Illumination in Your Work Space!

The Proven STRIKER™ as a String Light! 

The STRIKE FORCE™ allows you to connect multiple 
STRIKER™ explosion proof LED light heads to whatever length 
your job site requires. Add or subtract lights as needed
— whether you need two, or 10, or more. 

Safety Bumpers 
Available

Patent: US-11469546-B2
-Mechanism connecting 
the light head to the 
STRIKE FORCE™.

Designed + Manufactured + Serviced in the USA
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